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7” round HID Bi-Xenon Headlight kit specs: 

2 – 7″ Round 

Headlights 

Weatherproof Plastic/Metal Headlight Housings 

w/Chrome Reflectors & Glass Lenses. Alignment 

tabs for a super simple install. Will fit most cars 

using a standard 7″ sealed beam or halogen 
headlight. 6” mounting depth required. 

12v Projectors 

2 – 64mm lens HID Bi-Xenon Projectors – Street 
legal DOT/SAE/ECE certified. Super sharp cut-off 

and instant high beams.  

Projector Life >3500 Hours and 0.1% Defect Rate.  

140mm COB 
Halo Rings 

So many LED’s, they look like one continuous CCFL 

ring. Average lifespan 30,000 hours. Can be wired 
as cool DRL lights to our DRL Controller.  

HID ASIC 

CANbus 
Ballasts 

12v 55w, Max Input Amps 10 
Input Start-up Current – 5 amps  

Stable Input Current – 3.2 amps 

Open/Short Circuit Protection – Automatic 

protection in 0.1 s, fast warm-up 

Working Efficiency – >90%, Over 5000hr Life Span, 
Operating Temp -40°F to 257°F 

Waterproof, Shockproof, 0.1% Defect Rate 

CANbus passes BMW E90, E39, E46, Audi A3, A4, 

Mercedes, Volvo, Ford, Jeep, VW, and others.  

H1 HID Bulbs 

Average 5,000 Hour Lifecycle, QuickSnap 

Connectors, Maximum Lumen: 3,800, OEM-Grade 

UV cut quartz Xenon bulb, Mini-ball bulb design, 
Sealed vacuum induction xenon gas eliminates 

fading. Low Defect Rate, Color Temp 6000K.  

Wiring Harness 

H4/6014 to H1 HID Wiring Harness w/fuse/sealed 

controller. DRL Controller with functions.  

Certifications DOT, CE, TüV, ROHS, SAE, ECE, E-MARK, ISO9001.  

Warranty 18 Month Warranty.  

 


